Platform Lifts RALOE

11 Voltec

Electric lift in compliance with the
machinery directive 20006/42 CE with
multiple possibilities of cabine decorations
with a load range up to 500 kg.

» Applications

Residential
Removal of architectural barriers
Accesibility
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Advantages

Maximum safety: With brake on the slow machine shaft to
control uncontrolled movements. TPU coated traction ropes.

Very quiet and comfortable operation.

Without machine room: Control panel integrated in the door
frame, with the inverter located in the shaft.

Integral controller cabinet option on the landing.
Decorative versatility: Without restrictions in car decorations.
Single phase: It works in any 240V single phase socket.

Space-optimised: Maximum optimisation of space. Like a
hydraulic solution.

Emergency: Equipped with a rescue system that allows to
evacuate the passengers even when there is no electrical

supply.
No oil in the shaft.

Perfect for high traffic.

RALOE

VOLTEC
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Platform Lifts

\Voltec

Technical Features
Rated Load (Kg) 300 - 500
Rated speed (m/s) 015-0,30
Suspension 11
Power (KW) 0,75
Machine Room Y/N YES / MRL with control panel
in the door frame
Car entrances 0- 90°-180° - 270°
Max. Travel (m) 5
Minimum Pit’s (mm) Q<400Kg 150
Q> 400Kg 200
Minimum Headroom 2525
(mm)
Type of Doors With or without car door
Landing doors
Automatic and semi-automatic
Power supply Single-Phase
Car models All
Panoramic Lift Yos
Cabin surface Up to 2m
Control panel integrated in the
WITHOUT door frame and car door design.
MACHINE
CONTROL
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> TPU coated traction ropes.
With brake on the slow
machine shaft.

Inverter located in the shaft. 4
Integral controller cabinet option on
the landing.

07



