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NORM 

 EN 81.20/50  EN 81.28  EN 81.58  
 EN: 81.70  EN: 81.71 CAT.1   EN: 81.71 CAT.2  EN:81.72  EN: 81.73  U-36 

 
GENERAL CHARACTERISTICS  

 New building  Public   Shaft to build 
 Existing building  Private  Existing Shaft 

 
Type of elevator               

 ELECTRIC:     Gearless  MRL (Machine Room Less)   HYDRAULIC:  MRL (Machine Room Less)  
   With Gear   MR (Machine Room)     MR (Machine Room) 

       
      

Elevator Data             

Units______ _  No.Stops_______           Load ________ Kg  
Speed _____ m/s       Travel_________ mm      Double entrance:   
Pit___________ mm  Headroom_________ mm  Triple entrance:    
           

Shaft WIDTH:  mm  Shaft DEPTH:  mm      
Car WIDTH:  mm  Car DEPTH:  mm 
 
Car frame position:  Right  Counterweights position:  Right    Counterweight safety gear  
   Left     Left     (Electric Lifts) 
   Back      Back 

 Center (Portico)  

Distance between floors 
Level 1 2 3 4 5 6 7 8 9 10 
High (mm)           

 
Enclosing Shaft:  Concrete  Brick     Metallic  Structure*  Other     
Guide Rails:   2,5 m  5 m   
 
(*) In the situation that Raloe suplies the structure, fullfil  Data collection Structure FO. 220.49.02. In case of not been supplied by Raloe, it would be 

necessary the calculations and a certificate of benefits.   

Note: 
Data sheet for lifts max. 1.500 kg load. For higher loads, CONSULT 
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CAR 
Models:   M01  M02   M03  M04  S01 
   L01  L02   L03  L04   I01 
   CH01      Elegance   Quartz (glass)  Panoramic  Other:      
The cabin models M01, M02, M03 y M04. DO NOT OBEY THE EUROPEAN REGULATION EN 81.20.            
 
  
Internal height:  Standard 2.100 mm Mirror:  Right Mirror Type:   Vertical Slat 
  Other  mm   Left                               ½ Mirror 
      Back   Full (does not obey EN 81.70) 
Ceiling (cumplen con EN 81.20):  
  
   
 
 
      
  Arte   Mondrian  Stones  Mosaic  Brics  Natura  
 
 
 
 
 
  Frame          Panel LED 
   
Lighting:  Fluorescent Ceiling finishing:  Black painted sheet metal (Skinplate) 
  Halogen    Other color skinplate:   
  Led    Satin stainless steel (standard)  
     Other finishing:    
 
Floor:   Studded Rubber Floor. Color:    Granite:        

  Anti-slip rubber floor. Color:    Artificial stone:     
  Customer´s floor preparation  mm  Other:       

      
 Extractor  Car ceiling hatch  

       
 

 C.O.P:  In the middle  Handrail: No   90º 180º 270º 
   Simple           
  Double (where it is located)   
  

Walls:  Skinplate:    Laminated (Formica):    
  Satin stainless steel 441   Other stainless steel:   
  Melamine (do not obey EN 81.20)        
 
Panoramic walls: 
 
 
 
 
 

  Outdoors  Domes:   Lower   Upper 

Tinted 
glass 

  

(1) 

(1) For these cases, use the Data Sheet for Panoramic lifts 

LED spots LED spots 
curved 
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Car observations: 
 
 
 
 
 
CAR DOOR 

Clear Opening (CO)  mm.  Model:   Compact   40/10   Premium 
 

  BUS:   Standard   Type:     Without vision panel 
   Folding Bus      Vision panel  
        Big vision panel   

  AUTOMATIC VVVF (STANDARD): Nº Sheets:         
Opening:   Lateral  Right   Door Finish:    Satin stainless steel 441 SB  
  Central  Left    Stainless steel Other:    
       EPOXI RAL 7032 
       EPOXI other RAL:   
Type: 

  Complete glass 
   Glass + Aluminium 
 
In case of DOUBLE ENTRANCE, if location of the second entrance is different from the first one, then indicate the location:  º 
and position     

 
LANDING DOOR 
Clean Opening (CO)  mm.  Standard height (2.000 mm)  Height  mm.   High traffic 

 With sill on landing  Landing doors: mm in shaft   

Model:   Compact   40/10   50/11   Premium 

 AUTOMATIC DOOR:  
 
Nº Sheets  Opening:  Side opening:            Right   Fronts 
                 Left   Side covers  
   Central opening   
Finishing:     EPOXI RAL 7032       Big Vision panel 
   EPOXI other RAL:      Complete Glass 
   Same RAL than structure Nº RAL:     Glass + Aluminum 
   Satin stainless steel 441 SB  
   Stainless Steel. Other:    

  Reinforced aluminium sill 
  

 SEMI-AUTOMATIC DOOR: 
  Fire homologated 

Type:     Without vision panel    Vision panel    Big vision panel 
 
In case of DOUBLE ENTRANCE, if location of the second entrance is different from the first one, then indicate the location: º 
and position     

 

  Big vision panel    Accessories:    Fotocell 
   Safety Edge (compulsory in EN-81.20) 
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CONTROLLER 
 

Manufacture:  Carlos Silva   Edel  Sprinte    Other:       
Supply:   Singlephase Voltage:   220 V  50 Hz 
  Triphase  380 V  60 Hz 
 
Configuration:  Down Selective  Simplex  Distance between cabinets     mm 
  Up/Down Selective    Duplex   Number of floors    
   Triplex       
 
Optional:  Car gong   Inductive Loop 
  Landing gong   Shaft lighting 
  Voice synthesizer   Automatic Rescue device by imbalance:   Manual  Automatic 
  PIL (Carlos Silva -  UPS Automatic Rescue:   

 Auto checking)        
            

 
LANDING OPERATING PANEL 
 

 BST  SCHAEFER    SPRINTE 
 
Push button:   Bas120 (standard BST)   EB-42 (standard Schaefer)  MD7 (standard Sprinte) 
  Other:         
 
Engraving:   Transparent plate     In door frame    
  With engraving logo on stainless Steel plate:   Black   Color  Embedded in wall  
  Without engraving logo   Surface mounted       
      Vandal-proof 
 

 Display:  LCD (Blue)  MiniLCD (Blue)                               Location:   On the main floor  
    TFT 2,8” (Color)  TFT 5,7” (Color)  Rest of stops  
      Door frame dist.1.800 mm from the floor (81.70) 
    Centered on lintel (only 5´6”) 
Numbering and placement:     
 

 Arrows  Direction 

  Pre-direction  81.70   Door frame   Door Lintel 
Numbering and placement:    
 

 Key switch on floors:    Firemen key switch 
 
Numbering and placement:   
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CAR OPERATING PANEL 
 BST  SCHAEFER   SPRINTE 

Type COP:  Plate  Push Button:  Bas120 (standard BST)   MD7 (standard Sprinte) 
  Column   EB-42 (standard Schaefer)  Other:    
   Rows:  1     2 

 
Engraving:   Transparent plate      Standard    
  With engraving logo on stainless Steel plate:  Black   Color  Wall mounted with lighting           
  Without engraving logo    
 

 Floor VIP key switch  Car key switch   Firemen key switch 
 

 Display :  LCD (Blue)  MiniLCD (Blue)  Type of key switch:  With spring return 
    TFT 2,8” (Color)  TFT 5,7” (Color)  Illuminated with spring return 
      2 positions 2 exits 
      2 positions 1 exit 

 Comunication:   
 Prepared for comunication. 
 Trifonia 

 

OTHERS 
 Oil tray retention for hydraulic lifts (compulsory with EN 81.20) 

 

Wall mounted without lighting         
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