
 

Modernisation data form Hydraulic Kit 

Client Name:
Reference:  

Date: 
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POWER UNIT ☐      (Define size or model of the existing power unit) 

Mains Power Supply:  ☐ Single phase (220 V)    ☐ Three phase ____ V Frequency: ________ Hz 

Valves voltage: __________ V  Valve group:  ☐ Mecanical 1 speed _________ 

Motor power: __________ CV  ☐ Mecanical 2 speeds _________ 

Pump flow rate: __________ l/min  ☐ Electronic: ________________ 

Machine room:  ☐ Top      ☐ Bottom 

Options: 

☐ Pressure switch (NO/NC) 

☐ Star/Delta Starting valve 

☐ Warming Tank Resistor 

☐ Oil collecting tray 

☐ Valve A3 

☐ Others: ______________ 

☐ Oil: __________ l 

☐ Cabinet 

 

 

JACK ☐     (Define dimensions or model of the existing jack) 

Lenght: ____________ mm Piston diameter Ø: _______ mm (Thickness: ______ mm) 

Model: ___________________________ (standard, reduced, borehole, telescopic, inverted…) 

Piston pieces: ☐ 1 (Std)      ☐ 2         ☐ 3     (only for pistons with union) 

Rupture valve: ☐ 3/4"        ☐ 1”1/4         ☐ 1”1/2        ☐ 2”       ☐ Other: __________  
 

HYDRAULIC HOSE ☐   Ø: _______    Lenght: ________ mm    Terminal: ________/________ 

 

Remarks / Sketch / Images of the original elements (Indicate any relevant feature) 

 

Additional data for complete hydraulic system CALCULATION 

Nominal load (Q): ________ kg Car weight (P): _________ kg Speed: __________ m/s 

Travel: ___________ mm Roping:    ☐ 1:1       ☐ 2:1 Nº pistons:  ☐ 1       ☐ 2 
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